
Company Name: Date:

Contact Name: Phone:

Address: E-mail:

Fax:

Refrigerant: %

Ref. Temp. at TXV: °F %

Outlet Superheat: °F %

# of Refrigerant Circuits: %

Evaporator Design: *if other, specify properties at outlet temperature

Specific Gravity:

Thermal Conductivity:

Incoming Fluid Temperature: °F Viscosity (Centipose):

Outlet Fluid Temperature: °F Specific Heat:

Net Load: Btu / hr

Maximum Pressure Drop: psi

Fouling Factor: (0.0001 ARI Std.)

Size (Needed for Custom or Replacement Units)

Width: in.

Length: in.

Height: in.

Connections Type Size

Refrigerant Inlet:

Refrigerant Outlet:

Fluid Inlet:

Fluid Outlet:

Insulation

Material

Shell:

Tube:

Approvals Required for Application

Customer Information

BITZER  U.S., Inc.

DX / Flooded Evaporator Specification Data

BITZER U.S., Inc.

Email completed form to pv@bitzerus.com

Call (770) 503-9226, or email techsupport@bitzerus.com for tech support

Application Information

Fluid Side Input

Refrigerant Side Input Fluid Circulated

Construction

Application Description

Please specify the position of the water connections, 

referring to the diagram below: 

MP-0006-02 

   Water

   Ethylene Glycol

   Propylene Glycol

   D/X    Flooded

   Other*

 IDS    Rotalock

 IDS    Rotalock

   IDS    Rotalock   fpt   Flange   Flex Joint

   IDS    Rotalock   fpt   Flange   Flex Joint

   ASME   UL   CRN (Canada)

   Carbon Steel    Other (Please Specify)

   Copper    Copper Nickel    Other (Please Specify)

   Other (Please Specify)

   Non-Insulated    Other (Please Specify)   Insulated    UV Protection

   Left    Top    Right
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