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Compressor to Pressure Vessel Mounting Instructions 
 

Purpose & Scope 

This document provides instruction on the installation of a compressor to a pressure vessel using a mounting kit. 
Installation of the compressor should be performed by an appropriately trained technician who assumes responsibilities 
for any risks involved in the process.  

Mounting Instructions 

Tools required: 19 mm socket wrench, safety glasses, and a gantry.  
Parts required: Kit for mounting compressor.  

1. Mount the base plate on the bracket. The brackets come welded to the pressure vessel. The base plate mounts 
with the four M12 bolts included in the kit. The bolt heads go on top of the base plate and through the base plate 
and the bracket. Lock washers are then placed on the bolt as well as a matching nut. Tighten all bolts to 87.5 
ft*lbs or 117 Nm.  

 

2. Mount the compressor on top of the pressure vessel using a gantry. Compressors range in weight from 95 lbs to 
880 lbs. Use extreme caution and avoid injury.  
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Bolt 

Washer 

Part Number Crankcase Side (A) Crankcase Side (B) 

308001-62 Brown Red 

308001-61 Brown Blue 

308001-59 Yellow Green 
 

Nut 

Part Number Crankcase Side (A) Crankcase Side (B) 

308001-62 Brown Red 

308001-61 Brown Blue 

308001-59 Yellow Green 
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3. Mount bolts through the top of the feet of the compressor through the base plate. Place lock washers on the bolt 
as well as a matching nut. Tighten all bolts. Examples of spring and vibration mounts are below.  

 

Spring Mounting Kit Part Numbers  

Part Number Corresponding Mounting Kit Number Crankcase Side (A) Motor Side (B) 

(2) 370004-01, (2) 370003-05 P000000606 Brown Yellow 

(2) 370003-07, (2) 370003-05 P000000607 Brown Yellow 

(2) 370004-01, (2) 370004-02 P000000608 Brown Red 

(2) 370004-01, (2) 370004-03 P000000611 Brown Blue 

 

 

Before Transportation             After Transportation   

Nuts 

Part Number Crankcase Side (A) Crankcase Side (B) 

308001-62 Brown Red 

308001-61 Brown Blue 

308001-59 Yellow Green 
 

SPRING 

Part Number Crankcase Side (A) Crankcase Side (B) 

308001-62 Brown Red 

308001-61 Brown Blue 

308001-59 Yellow Green 
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Vibration Dampening Pad Part Numbers  

Part Number Corresponding Mounting Kit Number 

(4) 370000-19 P000000599 

(4) 370000-20 P000000600 

(4) 370000-20 P000000605 

 

 

 

 

Nuts 

Part Number Crankcase Side (A) Crankcase Side (B) 

308001-62 Brown Red 

308001-61 Brown Blue 

308001-59 Yellow Green 
 

Vibration Dampening Pad 

Part Number Crankcase Side (A) Crankcase Side (B) 

308001-62 Brown Red 

308001-61 Brown Blue 

308001-59 Yellow Green 
 


