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Purpose & Scope 

This document provides a comparison between BITZER US standard condenser models and Standard Refrigeration 
standard condenser models.  

BITZER standard models in this document do not fully encompasses all available BITZER standard models. For additional 
information, please see standard condenser catalogs.  

 

Horizontal water-cooled condenser 
Standard ref HSE Vs BITZER STC  

Standard ref has 23 models from 2 to 500 horsepower 

  
Standard Ref BITZER 

3/4" enhanced copper tube yes yes 

epoxy coated for head yes yes 

Tube Supports yes yes 

Orientation of the safety port Top 
45o

 Allows mounting of  
compressors 

Auxiliary port no yes 

black paint and primer finish yes yes 

Shell Side (Refrigerant)  400 psi @ 150°F   400 psi @ 250°F   

Tube Side (Water/Fluid)  150 psi @ 150°F 150 psi @ 150°F 

 

Dimensions of the following models are identical to BITZER standard STC condensers: 

Standard Ref 
BITZER US 
STANDARD 

    HSE5 STC005XS 

    HSE7 STC007XS 

    HSE10 STC010XS 

    HSE15 STC015XS 

    HSE20A STC020XS 

    HSE25A STC025XS 

    HSE30A STC030XS 

    HSE60 STC060XS 

    HSE70 STC070XS 

    HSE80 STC080XS 

    HSE200 STC200XS 
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BITZER does not have dropping replacement for the following models. Custom models are available upon request. 
Please contact pvcustom@bitzerus.com 

Standard Ref 

     HSE2 

     HSE3 

     HSE300 

     HSE350 

     HSE400 

     HSE500 

      

Dimensions and Connections that differ  

Standard Ref 
Refrigerant 

Inlet 
Water I/O Water I/O 

Refrigerant 
Inlet 

BITZER US  

HSE125 3-5/8" 5"NPT 
SQUARE 
FLANGE 

FOR 5" NPS 
3-1/8" STC125 

      
Standard Ref Water I/O Water I/O BITZER US  

  

HSE100 5"NPT 
SQUARE 
FLANGE 

FOR 5" NPS 
STC100 

  

    

 

 
Standard Ref H H BITZER US  

 

HSE40A 2-1/16" 2-1/8" STC040 

HSE50A 2-1/16" 2-1/8" STC050 

    

   

 

Standard Ref E E BITZER US  

 

HSE150 10.88" 10" STC150 

HSE250 12.88" 12" STC250 
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 BITZER standard STC condensers capacity: 
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Horizontal high pressure water-cooled condenser 
Standard ref HSE-MP Vs BITZER HPC  

Standard ref has 16 models from 2 to 125 horsepower 
 

  
Standard Ref BITZER 

3/4" enhanced Copper tube yes yes 

epoxy coated for tube sheet yes no 

epoxy coated for head yes yes 

Tube Supports yes yes 

Orientation of the safety port Top 
45o Allows mounting of  

compressors 

Auxiliary port no yes 

black paint and primer finish yes yes 

Shell Side (Refrigerant)  600 psi @ 150°F   600 psi @ 250°F   

Tube Side (Water/Fluid)  150 psi @ 150°F 150 psi @ 150°F 

 
BITZER does not have dropping replacement for the following model. Custom models are available upon request. 
Please contact pvcustom@bitzerus.com 

Standard Ref 

     HSE3MP 

      
Dimensions of the following models are identical to BITZER standard HPC condensers: 

Standard Ref 
BITZER US 
STANDARD 

    HSE5MP HPC005XS 

    HSE7MP HPC007XS 

    HSE10MP HPC010XS 

    HSE15MP HPC015XS 

    HSE20MP HPC020XS 

    HSE25MP HPC025XS 

    HSE30MP HPC030XS 

    HSE60MP HPC060XS 

    HSE70MP HPC070XS 

    HSE80MP HPC080XS 

    HSE100MP HPC100XS 
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Dimensions and Connections that differ  

Standard Ref 
Refrigerant 

Inlet 
H H 

Refrigerant 
Inlet 

BITZER US  

HSE40MP - 2-1/16" 2-1/8" - HPC040XS 

HSE50MP - 2-1/16" 2-1/8" - HPC050XS 

  

 

  

    

Standard Ref 
Refrigerant 

Inlet 
F F 

Refrigerant 
Inlet 

BITZER US  

HSE125MP 3-5/8" 5"NPT 
SQUARE FLANGE 

FOR 5" NPS 
3-1/8" HPC125XS 

HSE100MP - 5"NPT 
SQUARE FLANGE 

FOR 5" NPS 
- HPC100XS 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 model OD Length Water Inlet 

BITZER US 
 VS  

Standard Ref 

HSE2MP 5.57 27.125 1.125 

HPC002XS 6.625 21.375 1.375 
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BITZER standard HPC condensers capacity: 
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Horizontal marine condenser with zinc anodes 
Standard ref MSE-Z Vs BITZER STC_B  

Standard ref has 18 models from 1 to 120 horsepower 

Standard ref MSE model is MSE-Z model without Zinc anode 

BITZER marine condensers have Zinc anode on all of them 

  
Standard Ref BITZER 

3/4" enhanced CopperNickel tube yes yes 

Tube sheet Cupronickel Stainless steel 

head 
brass with/without epoxy 

coated 
stainless steel 

with/without coating 

Tube Supports yes yes 

Orientation of the safety port Top 
45o Allows mounting of  

compressors 

Auxiliary port no yes 

black paint and primer finish yes yes 

Shell Side (Refrigerant) 400 psi @ 150°F   400 psi @ 250°F   

Tube Side (Water/Fluid)  150 psi @ 150°F 150 psi @ 150°F 

 

Dimensions of the following models are identical to BITZER standard STC_B condensers: 

Standard Ref BITZER US  

    MSE300Z STC003XB 

    MSE500Z STC005XB 

    MSE1500Z STC015XB 

    MSE2005Z STC020XB 

    MSE2505Z STC025XB 

    MSE4005Z STC040XB 

    MSE4505Z STC045XB 

    MSE5005Z STC050XB 

    MSE6505Z STC065XB 

    MSE7505Z STC075XB 
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BITZER does not have dropping replacement for the following models. Custom models are available upon request. 

Please contact pvcustom@bitzerus.com 

Standard Ref 

     MSE100Z 

     MSE200Z 

     MSE3305Z The closest model would be STC035XB 
  MSE750Z The closest model would be STC007XB 

  

Dimensions and Connections that differ  

Standard Ref Water Inlet H H Water Inlet BITZER US  

MSE750Z 3/4" 2" 1-7/8" 1-1/4" STC007XB 

 
 

   

 

 
Standard Ref H H BITZER US  

 

MSE1005Z 2" 1-7/8" STC010XB 

MSE3006Z 2" 2-1/8" STC030XB 

 

 
 
 
 

 model F 
Refrigerant 

Inlet  
B 

BITZER US 
 VS  

Standard Ref 

MSE100HPZ 5" MPT - - 

STC100XB 5" NPS - - 

BITZER US 
 VS  

Standard Ref 

MSE120HPZ 5" MPT 3-5/8" 115.75" 

STC120XB 5" NPS 3-1/8" 116.5" 
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BITZER standard STC condensers capacity: 
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High pressure Horizontal marine condenser 
Standard ref MSE-MP Vs BITZER HPC_B  

Standard ref has 10 models from 2 to 40 horsepower 

  
Standard Ref BITZER 

3/4" enhanced CopperNickel tube yes yes 

custom stainless steel yes yes 

Tube sheet Cupronickel Stainless steel 

head 
naval brass with/without 

epoxy coated 
stainless steel 

with/without coating 

Zinc anode no yes 

Custom connection yes yes 

Orientation of the safety port Top 
45o Allows mounting of  

compressors 

Auxiliary port no yes 

black paint and primer finish yes yes 

Shell Side (Refrigerant) 600 psi @ 150°F   600 psi @ 250°F   

Tube Side (Water/Fluid) 150 psi @ 150°F 150 psi @ 150°F 

 

BITZER does not have dropping replacement for the following models. Custom models are available upon request. 

Please contact pvcustom@bitzerus.com 

Standard Ref 

     MSE200MP 

     MSE750MP The closest model would be HPC007XB 
  MSE3305MP 

      

Dimensions of the following models are identical to BITZER standard HPC_B condensers: 

Standard Ref BITZER US  

    MSE1500MP HPC015XB 

    MSE2005MP HPC020XB 

    MSE2505MP HPC025XB 

    MSE4005MP HPC040XB 
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Dimensions and Connections that differ 

Standard Ref Water Inlet H H Water Inlet BITZER US  

MSE3006MP 2-1/2" 2" 2-1/8" 2" HPC030XB 

 

 

 

 

 

 model A 
Refrigerant 

Inlet  
B 

BITZER US 
 VS  

Standard Ref 

MSE500MP 2.06 1-1/8" 15.94 

HPC005XB 2 7/8" 16 

BITZER US 
 VS  

Standard Ref 

MSE1005MP 2.5 - 33.5 

HPC010XB 2 - 33 

 

 
 
 
 

 

 
 


